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O desenvolvimento de tecnologias está acontecendo cada vez mais rápido, o que
está criando uma maior produção de dados, que por sua vez acabam gerando novos
problemas. Estes problemas possuem muitas variáveis para modelar, o que aumenta
sua complexidade, ocasionando soluções tradicionais não serem escaláveis para as
novas tecnologias. Machine Learning (ML) oferece uma possível solução para apren-
der tal complexidade e se auto-ajustar com novas informações recebidas. Com isso
em mente, esta tese foca em problemas diferentes situados em três diferentes tec-
nologias recentes propondo diferentes soluções e estudos através de ML. Primeiro, é
realizada uma análise de Solid State Drives (SSDs), mais especificamente um prob-
lema de durabilidade de mídias NAND Flash e o deslocamento de suas distribuições
de voltagem. Este trabalho também avalia uma variação recente de SSDs que adi-
ciona recursos de processamento in-situ. A avaliação usa vários algoritmos de ML
de object tracking para estudar diversas métricas de desempenho. O texto também
incorpora o problema de controle de admissão para redes de próxima geração rela-
cionado ao novo recurso chamado Network Slicing introduzido no 5G atual e que
deve ser aprimorado ainda mais para as gerações futuras. O autor formaliza um
ambiente dinâmico e propõe uma solução de modelo de ML com o objetivo de max-
imizar um objetivo importante para o provedor de recursos. Por fim, o problema de
detecção de Fake News é sujeito a diversas questões como censura e confiança na
previsão. Portanto, com o objetivo de melhorar a confiabilidade nos classificadores
de Fake News existentes, este trabalho apresenta uma metodologia para aumentar
a transparência dos modelos caixa-preta de ML que utilizam redes feed-forward.
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New technologies generate new problems and complicate existing ones. Such
problems come with too many variables to be modeled and traditional solutions
hardly scale. Machine Learning (ML) may provide a doorway for learning new
variables and adjusting automatically to incoming new information. With that in
mind, this thesis focuses on three different developing technologies. It proposes
different solutions and studies by using ML to solve different problems that arose
due to the complexity of the data and technology itself. We first look into Solid State
Drives (SSDs), more precisely one reliability problem related to NAND Flash Media
and shifting voltage distributions. This work also evaluates a recent variation of
SSDs called Computation Storage Devices that powers SSDs with in situ processing
capabilities. The evaluation uses several object tracking ML algorithms to study
different performance metrics such as power consumption and throughput. The
text also incorporates the Next-Generation Networks admission control problem
related to the Network Slicing feature introduced in current 5G networks and is
expected to be improved further for future generations. The author formalizes a
dynamic environment and proposes an ML model solution to maximize an objective
important to the provider of resources. Finally, the problem of Fake News detection
incurs several issues such as censorship and prediction trust. Therefore, to improve
trust in existing Fake News classifiers, this work also introduces a methodology for
increasing transparency of black-box feed-forward ML models.
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Chapter 1

Introduction

1.1 Motivation

As new technologies emerge at an increasing rate, the amount of data and variables

to assess becomes increasingly burdensome. Big Data computation is not just an

issue for the future but also for the present. It is currently unclear how to discern

important information or process on such a massive amount of data in a reasonable

time frame while providing reliable solutions and concrete analysis.

Arti�cial Intelligence (AI) is increasingly being used as it outperforms other pre-

vious techniques due to several recent breakthroughs [3]. More speci�cally, Machine

Learning (ML), a subset of the more signi�cant AI Field, encompasses algorithmic

approaches that learns patterns from the data without any explicit programming. By

providing an automated learning algorithmic solution, one does not need to depend

on rigid structures, which may decrease the system's overall reliability. Moreover,

by letting the algorithm learn by itself critical information, it tends to be a more

scalable solution. Still, it is essential to acknowledge that other �elds inside the AI

ambit are being explored in the research community, such as chatbots, which are

usually categorized as AI rule-based, algorithmic approach [4].

With this in mind, the author would like to o�er insight and motivation for a few

speci�c emerging �elds where open problems are still fresh. They typically present

a complex scenario with many dynamically changing variables where out-of-the-box

solutions do not perform well.

Storage: For years, the storage domain was plagued as the slowest branch of

the traditional memory hierarchy. Slow Hard Disk Drives (HDDs) with mechanical

parts signi�cantly impaired progress in storage throughput speed. However, the

continued development of �ash media by improving architecture, miniaturization,

and cost-e�ciency has enabled mass-storage Solid State Drives (SSDs) to become

the front-runner technology to improve disk access and increase system throughput.

1



However, with the introduction of new media, new problems arise. In �ash media

speci�cally, several reliability issues that may disrupt data consistency have been

researched. Measures were implemented within the SSD controller to mitigate and

avoid data loss [5�7]. Still, some issues are ingrained in the memory cells �oating

gate architecture, which requires further attention. For example, �nding the correct

voltage threshold is essential to avoid bit errors when performing read operations.

Unfortunately, the optimal voltage values shift due to several factors innate to the

�oating gate transistor technology and SSD operation. For example, Data Retention

(DR) is a well-known time-related problem that occurs on traditional DRAM and is

also one of the major causes of negative voltage shifts in �ash. The manufacturing

process variation is another reason that may produce di�erent voltage threshold

values. Therefore, an ML solution that can correctly predict and take action to

�nd the correct reference voltage given the available values collected and provided

by the SSD will signi�cantly improve �ash media's reliability. Moreover, using the

correct read-level voltage threshold values reduces the probability of a high bit error

count in the SSD, which can then use fewer resources devoted to �xing them. For

example, it might leverage less powerful Error Correction Codes (ECCs), decreasing

read latency or hardware area consumption. Unlike other static approaches where

one needs to research and create assumptions on how the will behave to determine

a threshold [8�10], a ML based approach simply learns from the data and can be

better prepared for unaccounted patterns.

Since SSDs provide several additional features that original HDDs could do with-

out, their processing power, in general, is more extensive. Similar to what happened

at the beginning of Graphical Processing Units (GPUs), researchers started using

the extra computational capabilities to execute user-de�ned applications [11�15].

With the growing demand, Computation Storage Devices (CSDs) came into play

with in-storage computational capabilities. These devices usually o�er a low-power

solution that decreases data movement around the system as the data can be either

preprocessed or fully processed inside the storage device. Although their computa-

tional capabilities are not as strong as the main CPU or GPU devices, the concurrent

use of multiple devices while decreasing data transfers can be used to leverage ML

applications. To study their capabilities in an ML environment, we carry out several

experiments and measurements to assess various aspects of their performance. More-

over, we also weigh the in-storage processing when predicting read level voltages in

CSDs as they will have closer access to the media.

Next-Generation (NextG) Networks: Today, the world is moving towards

deploying 5G networks across multiple countries. 5G is thought to be an essential

step into enabling IoT and massive device communication in cities, factories, and

homes. However, 5G lacks the capacity to enable complete automated orchestration
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and integration of di�erent system layers and services that will provide everything

as a service [16]. For example, emerging new services such as Virtual Reality are

expected to require a much higher throughput than currently available in 5G [17].

Therefore, NextG networks, like 6G, are already being speculated and formalized to

improve on 5G features.

One of the traits anticipated from 6G is connected intelligence with machine

learning capabilities [18]. The idea is to natively support AI and allow it to be the

nucleus of the network, being included in every communication step [19]. The AI

models should manage by being intelligent and agile, allowing the network to adapt

by learning the changing dynamics of the environment. Already in 5G, Virtual-

ization plays a signi�cant role in deploying infrastructure-as-a-service, enabling im-

portant services such as network slicing. However, thoroughly having an adaptable

decision algorithm when managing incoming resource requests to allow for automa-

tion and maximization of an objective is not available in the ambit of the current

generation but goes in line with the proposed goal of NextG. With that in mind,

we look to leverage an ML algorithm in a dynamic NextG environment to study its

viability as a solution for automating request admission control.

Fake News Classi�cation Transparency: The explosion of social media and

information access has led to the worldwide spread of fake news. The problem

has become so pervasive that many consider it a threat to democracy, leading it

to a�ect essential areas such as economics and elections [20]. Trying to solve this

problem with ML algorithms is quite challenging. Automated classi�cation of news

articles comes with complex structures, including data with multiple modalities and

hard-to-label samples.

Unlike the other problems we will tackle throughout this thesis, Fake News Clas-

si�cation has been researched for a while, and some progress has been made to

improve ML algorithm accuracy and performance. However, these algorithms usu-

ally work as a black box without any transparency to the user. In fake news de-

tection, user trust is essential as the problem may deal with inappropriate article

�ltering and censorship. For that reason, generating a viable human understand-

able explanation for the model decision is preferred when selecting a model due to

its transparency [21]. We provide a novel methodology using explainability and in-

terpretability techniques together to introduce transparency into a state-of-the-art

Fake News Classi�cation ML algorithm.

1.2 Main Contributions

This thesis tackles several emerging problems from newly developing technologies

and �elds using ML algorithms and techniques. Consequently, we explore several
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ML algorithms such as Boosted Trees, Deep Neural Networks, and Weightless Neural

Networks. Each of the three scenarios (Storage, NextG, and Fake News) requires

domain speci�c approaches and di�erent evaluation strategies.

Each chapter's introduction section will give a more thorough overview of the

contributions of the corresponding work. However, the main contributions of this

thesis are summarized below.

ˆ A cohesive dataset with several metrics regarding �ash media read error infor-

mation through data collection and preprocessing steps. The dataset can be

used in distinct ways and tries to convey realistic values that can be probed

and shared by an SSD �rmware;

ˆ Novel read-level voltage threshold prediction ML approach to dynamically ad-

just voltage thresholds without the explicit use of data retention by leveraging

the many features of the collected dataset;

ˆ Study of performance for object tracking ML applications on a multi-CSD

environment;

ˆ Introduction of a dynamic admission control NextG environment with dynamic

pricing modeling that accounts for supply and demand;

ˆ A Dueling Deep Q-Network Reinforcement Learning algorithm that uses a

vision-based approach to maximize the infrastructure provider pro�t in a dy-

namic setting;

ˆ Novel transparency enabling methodology for a black-box Fake News Classi�er,

which can be generalized for any other Deep Neural Network.

1.3 Thesis Outline

The remainder of the thesis is organized as follows: Chapter 2 gives some necessary

background to understating several dynamics of Storage structure and components,

including �ash media, Solid State Drives, and Computational Storage. Moreover,

it provides an overview of several ML models used throughout the thesis. Chapter

3 presents and discusses a solution to use ML for improving �ash media reliability.

The reader will �nd some of the network parameters from this work in Appendix

A.1. Chapter 4 provides a study on several ML techniques executing in a computa-

tion storage environment. Appendix B is related to results discussed in this chapter.

Chapter 5 introduces and proposes a solution to admission control in dynamic en-

vironments using reinforcement learning. Chapter 6 provides a novel methodology

to increase black-box model transparency. The reader will �nd some of the results
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discussed in this chapter in Appendix C. Lastly, Chapter 7 gives home �nal thoughts

on the chapters by concluding the thesis.

Chapters 3 to 6 follow a same section structure to improve readability. Each

of these chapters starts with an introductory section, giving more speci�c insight

into the motivation behind the work. A prior/related work section later follows

this to give the reader a broader view of the current solutions being researched

and highlighting how the proposed work di�ers from such solutions. The third

section explains the proposed solutions, providing a thorough explanation of the

implementation and reasoning behind our choices. The fourth section evaluates the

solution by explaining the experiments and discussing their results. The �nal section

gives an overview and some �nal comments about the chapter.
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Chapter 2

Background

2.1 Storage Devices and Components

Increased development of new chip technologies by manufacturing process scaling

enabled NAND Flash as the primary source of non-volatile media in SSDs. Be-

cause of �ash memory chips, SSDs deliver orders of magnitude higher sequential

and random performance in a smaller form factor and with better power e�ciency

when compared to traditional hard disk drives (HDDs), which are greatly limited

by mechanic components.

In this section, we will discuss architecture, operations, and the main components

necessary to understand better the work presented in the following chapters of this

thesis.

2.1.1 NAND Flash Media

2.1.1.1 NAND Flash Architecture

Figure 2.1: A �oating gate transistor representative of a �ash memory cell

NAND Flash stores data in a �oating gate transistor; this is known as a memory

cell as per Figure 2.1. The �oating gate sits around two oxide insulators that keep
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Figure 2.2: Representative state distributions for di�erent �ash memory cell tech-
nologies. Optimal reference read-level voltages are displayed by the red dashed
vertical line.

the electrons trapped within the transistor, enabling its non-volatile properties. The

amount of charge trapped imposes a threshold voltage (Vth ), which is later used to

determine the bits stored in the cell.

Initially, each cell packed 1-bit of data and only a threshold value was necessary

to discern between two voltage levels, also referred to as states, representing bit

0 (programmed) and bit 1 (erased). These cells are known as a Single-Level-Cell

(SLC). Due to the consistent development of scaling technology, decreasing the size

of the �oating gate transistors, memory cells are more densely packed, storing more

than one bit. Figure 2.2 display a simplistic representation of voltage probability

density functions in the currently available cell technologies in the market. We have

SLC with 1 bit and two voltage levels, Multi-level-Cell (MLC) storing 2 bits with

four levels, Triple-Level Cell with 3 bits and six levels, and Quadruple-Level-Cell

(QLC) allowing 4 bits per cell with 16 voltage levels. Another progress that enabled

�ash chips to store more data is the use of 3D stacked memory cell layers vertically

which greatly optimizes area, di�erently than its predecessor (2D) that had layers

placed horizontally.

In general, achip may contain from 4, 8 or 16dies which can operate interde-
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pendently of each other. Every die is divided intoplaneswhich contain thousand of

blocks. Every block can be visualized as a matrix with a set of hundreds or thou-

sands of rows representingwordlines and columns namedbitlines. Inside the blocks,

we can have the division ofpageswhich are usually the smallest granularity avail-

able for reading and writing operations. The memory cells within awordline are

connected to form a page that usually consists of 8 or 16 KBytes in size [22]. It is

the responsibility of the SSD �rmware to orchestrate and maximize the parallelism

of this structure.

2.1.1.2 Flash Operations

In general, the basic �ash operations can be summarized intoread, program and

erase.

To perform a read operation one must distinguish between the several states

within the cell. For example, when dealing with SLC, we must tell apart if the

cell is in state zero or one, which can be done by sensing the current-voltage in

the control gate of the transistor and comparing it with a read reference voltage

threshold, which is theVth . The higher the number of bits packed in a single cell,

the more reference voltages are required to distinguish the states, as seen in Figure

2.2 by the dashed red lines.

When performing aprogramming operation, �ash cells use incremental step-pulse

programming (ISPP) [23] to force a set of electrons into the �oating gate, bypassing

the isolation layer by applying a high positive voltage into the control gate. In

previous architecture such as SLC, one-shot programming was the pro�ered method

for programming operations. However, due to more density-packed transistors, the

programming interference between neighboring cells was too high, and a slower but

more controllable scheme using ISPP is currently in use.

In erase operationswe must apply a high negative voltage to release the electrons

trapped within the �oating gate. Note that, to reprogram a cell, one must �rst

perform a erase followed by a program which is referred to as aProgram/Erase

(P/E) Cycle . Moreover, due to �ash block cells being connected, the smallest unit

of erasure in an SSD is a block [24].

2.1.1.3 Reliability Issues

As one can expect, by performing several operations, the transistor components

start to degrade over time. More speci�cally, when performing program and erase

operations, the isolation layer starts to lose its properties and allows the electrons

trapped within the �oating gate to tunnel to the outside. The current technologies

further exacerbate the degradation and tunneling problem because they pack more
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Figure 2.3: A 3D TLC NAND read threshold voltage distribution measured at 40� C
with 7K P/E Cycle count and 3 Months of Data Retention.

SLC MLC TLC QLC
Max P/E 100K 10K 3K 1K

Bits per cell 1 2 3 4

Table 2.1: Attributes for di�erent memory cell technologies. Values based on
Kingston �ash media [2]

bits into a single cell with fewer electrons due to smaller transistor size [25]. Usu-

ally, the lifetime of a �ash block is de�ned by the number of P/E Cycle counts it

supports. After the speculated number of P/Es, the number of errors may become

too large, and the block may be unable to execute reads or writes. Table 2.1.1.3

shows endurance information for di�erent cell technologies, and, as we can see, it

dramatically decreases as there are more bits per cell. Note that P/E speci�cation

may change depending on the manufacturer, and the table shows the overall trend,

which is consistent between the di�erent technologies.

Another main source of errors is related to read reference voltages. Throughout

the lifetime of the �ash, due to several factors which change electron distribution

within the �oating gate, Vth starts to shift for each state. Therefore by applying the

same reference voltage, we will come across bit errors as the state distributions start

to overlap. Figure 2.3 displays an example of real voltage distributions within a TLC.

Since measurements were done in a TLC, we can notice eight di�erent distributions

representing the possible data bits stored in the cell. The optimalVth to discern

between every state is the one that best separates the two neighboring distributions

[8], seen by the vertical purple dashed lines. As we can see, cases where the curves
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are fully separable, are not realistic due to distribution overlaps. Whenever there

is overlap, there is a chance of bit errors, as it might not be able to di�erentiate

between states completely. Therefore, to minimize the number of errors, the optimal

Vth is the one where the overlap is the smallest at the intersection point of the curves.

One of the main causes forVth shift is Data Retention (DR). The name 'data

retention' comes from the amount of charge the memory cell can hold. As time

passes, the charge leaks out and shifts the reference voltages around. Moreover, the

temperature can greatly accelerate this process. For example, keeping a chip in an

oven at 90 � C for 1-hour would emulate 3-months of DR. For determining DR and

temperature parameters, developers usually follow the Arrhenius Law with constant

activation energy [26, 27]. Another factor that directly impacts DR is P/E; as the

�ash ages and isolation capabilities decrease, the amount of charge leaked changes,

and DR moves at a di�erent pace [28]. If that is not enough, there still is the

manufacturing procedure that is not perfectly equal for every transistor. Therefore

each may have di�erent isolation properties. It is important to note that this problem

is not exclusive to �ash cells, as DRAM also su�ers from the same issue, but it solves

it by using a refresh mechanism to restore the lost charge, keeping data consistent

[29]. Unfortunately, the �ash controller is not aware of the exact retention time as

it is quite sensitive to temperature [30] and any time-measuring between reads and

writes will consume extra hardware and area [31].

Both P/E and DR will shift the Vth negatively, while a read disturb will shift

it to the positive side. Read disturbs happens when performing a read on a cell.

Usually, cells are connected in abitline and read separately at a time, with the cells

not being read having a passthrough voltage applied to them. This passthrough

step may induce electron tunneling and shift distributions causing more errors [32].

It is important to mention that other factors can impact increasing �ash errors

or changeVth , but the ones presented are argued to be the main causes of �ash

media today. [33]

2.1.2 Solid State Drives (SSD)

SSDs come in di�erent interfaces, some brought from classic HDDs such as SAS

and SATA [34] and newer ones that provide higher speed. NVM Express (NVMe)

is a host interface protocol designed speci�cally for high-speed NAND Flash SSDs

connected via the PCI Express interface. Typical SSDs reside with multiple �ash

chips to increase their overall capacity. Its main component is the controller, respon-

sible for executing a �rmware that will orchestrate and manage several services an

SSD must provide [1]. Di�erent from HDD, SSDs must provide a plethora of robust

algorithms to manage their chips. Many of them work on extending �ash media's
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Figure 2.4: A generic view on SSD architecture components presenting some basic
controller functionalities.

life by using clever solutions that mitigate the underlying problems discussed in the

previous section.

Before we move further into SSD structure, it is crucial to de�ne how we will

be referencinghost and in situ. A host is an outside-of-storage machine or system

from which the storage device is being accessed. For example, the host CPU is the

main general-purpose CPU used in typical architectures. On the other hand, when

referring to in situ, we are referring to the unique computational storage capabilities

inside the drive. In this case, ain situ CPU is referencing the processing unit inside

the storage device.

Figure 2.4 shows a generic view of an SSD architecture. The device disposes of

severalchannelswhich work as a communication bus for the controller to access its

non-volatile media. These channels usually work independently by one or more �ash

controllers and can be accessed in parallel to decrease access latency. Note that a

controller may have a bu�er and access to a local SSD DRAM for managing and

speeding up write and read operations. Another important part of SSD functionality

is an interface manager to manage protocol and information from and to the host.

The Flash Translation Layer (FTL) primary responsibility is to provide support

in I/O operations by translating arriving virtual addresses into physical locations.

By providing this low-level mapping table, the �rmware can physically move data

around without having to report back to the host �le system or operating system.

For example, the FTL performsGarbage Collection(GC) [5] to preemptively move

page data from the block to optimize block/page allocation or to avoid a possible

lousy block that comprises too many high error pages. Another robust functionality

an FTL must provide is calledWear Leveling(WL) [6] which tries to homogenize the
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amount of P/E cycles between the blocks from all chips so as not to have di�erent

lifetime regions to manage.

As we discussed in the previous section, voltage distributions tend to shift around

as data is written and read throughout the lifetime of the device. Moreover, as

we see in Figure 2.3Vth distributions overlap in the real world, which indicates

the probability of bit errors is big. Consequently, SSDs must rely on powerful

Error Correction Codes (ECCs) to correct such errors and avoid data loss. Private

customized algorithms based on BCH [35] or LDPC [7] are used in industry today.

When performing a write, page data is divided into di�erent chunks in which the

controller creates acodewordcontaining the data and correction code with parity

information to perform the correction. The stronger the ECC capabilities, the more

area it consumes and the higher latency it requires. Therefore, the �rmware must

always take into account the available trade-o�s the algorithm may o�er.

The ECC may also report back to the �rmware the number of erroneous bits it

�xed, known as Bit Error Count (BEC). This metric works as an indication mecha-

nism about the current state of the page, block or die. In case the number of errors

exceeds the ECC capabilities, auncorrectable error occurs, and the read fails. It is

commonplace that read-retries will occur to try and perform a successful read; oth-

erwise, the data is considered lost unless redundancy mechanisms are in place. BEC

is also used to derive the likes ofRaw Bit Error Rate (RBER) and Uncorrectable Bit

Error Rate (UBER), which are some of the metrics used to evaluate SSD reliability

issues and performance [33, 36, 37].

Other techniques such as data scrambling, additional metadata information, and

compression techniques can also be deployed by the controller to mitigate errors.

Note that all of these algorithms are essential for creating a reliable SSD, especially

now that new memory cell technologies with higher bits per cell are being deployed,

and reliability has become an increasing issue.

2.1.3 Computational Storage Device (CSD)

With the increased need for computational power in di�erent segments, coupled with

the explosion of Arti�cial Intelligence, traditional Von Neumann architectures are

being augmented to provide a more heterogeneous ecosystem of processing devices

[1]. Due to a more robust controller, SSDs, in general, provide more computational

power than their previous HDD counterparts. Di�erent projects started taking these

computational resources and executing user applications instead of usual I/O only

operations [11, 12]. Later, Computational Storage came into play as an available

system for deploying a general application in a near-data processing paradigm.

Computational Storage provides less data movement by allowing data to be ac-
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cessed and processed within the CSD. In a typical storage �ow, applications request

the device for data which is then transferred back to the host system at the host

DRAM, which is later consumed and processed by the host CPU. On the other

hand, CSDs promotein situ processing eliminating the need to send all the data

back to the host with better energy e�ciency due to less power-hungry processors

and high parallelization between multiple storage devices. Moreover, by sharing the

workload and spending less time on data transfers, the host processing systems are

free to compute di�erent workloads.

In this thesis, we deployed some experiments and measurements in an Enterprise-

grade CSD device from NGD Systems known as Newport. For this reason, we will

dive into greater detail on this speci�c style of CSD. It is essential to mention that

there are other devices on the market with computational storage capabilities, such

as Samsung's SmartSSD1 which uses an FPGA as its general processing computa-

tional system.

Figure 2.5: Newport CSD Architecture block diagram consisting of the �rmware
operation system andin situ processing system(Image from [1])

Figure 2.5 shows a block diagram for the Newport Drive architecture. The drive

can be divided into two main areas, anin situ processing system and a Firmware

operation system partially represented by theApplication processing subsystemand

the �rmware operations area, which mainly works in the background to ensure cor-

rect SSD functionality.

Firmware operation system: This region of the drive can be located mainly

below the high-speed interconnect in Figure 2.5. Here we will divide functionalities
1https://www.xilinx.com/applications/data-center/computational-storage/smartssd.html
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by front-end and back-end subsystems that execute routines on four 32-bit embedded

real-time ARM M7 processors.

In the area known asFront-end Subsystem, Newport provides a PCIe Interface

that supports NVMe Protocol through a PCIe and NVMe Controller, which orches-

trate protocol and packaging information from a request coming in and out of the

drive. It also contains an encryption and decryption engine called the AES-256 XTS

unit, which provides cryptography functionality to the drive. This portion of the

�rmware is executed in one of the four available ARM M7 processors.

The other �rmware region is called Back-end Subsystem. This subsystem is

responsible for most of the standard �rmware techniques discussed in Section 2.1.2.

The FTL uses one more ARM M7 processor to provide translation functionalities

alongside WL and GC. A fast release bu�er implemented in hardware is used to

organize write operation requests and optimize latency access to the �ash media.

Here we will also �nd a dedicated ECC engine unit that uses a variant of LDPC

(VCR-LDPC) to ensure data correctness.

We then come across the Memory Interface Controller (MIC), which uses the

last two ARM M7 processors responsible for managing eight channels each, totaling

16 channels. The channel bus drives data, address, and commands to all available

die within the chips. MIC will send low-level read and write commands to a �nite

state machine that synthesizes available control signals to compatible values of the

�ash interface [38].

Even though we are dealing with a CSDin situ processing power, it still must

provide complete SSD functionality. Notice how similar this �rmware portion of the

drive is to our general view of an SSD in Figure 2.4.

In situ processing system: To allow for general application execution, the

in situ subsystem executes a Linux operation system on top of a 64-bit quad-core

ARM ® Cortex-A53 at 1.5GHz, 1MB L2 cache and supporting up to 16GB DDR4.

In practice, most Newport devices (including the one used in this work) will have a

total of 8GB of DDR available, with 6GB dedicated to thein situ Linux and 2 GB

used by the �rmware operating system.

The in situ subsystem can communicate with the host machine and the internet

transparently through an exclusive tunneling application. The tunnel uses a TCP/IP

protocol encapsulated inside the NVMe/PCIe headers allowing for complete Linux

functionalities and more complex communication using MPI between storage devices

or di�erent machines. The TCP/IP Tunnel also allows accessing the device remotely

through SSH, just like a separate machine within the machine.

It is clear at this point that Newport must deal with two di�erent �ows regarding

storage access. The �rst one is the general SSD �ow a storage device must provide:

Data operation and access by the host side. The second �ow is related to in-storage
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data access from the Linuxin situ subsystem. A proprietary block device driver is

deployed to transparently interface any I/O communications coming throughin situ

to the controller's internal hardware, resuming normal �ow for the �rmware side.

2.2 Machine Learning Repertoire

In this section, we will present an overview of multiple ML models and a few of

the techniques that were applied to di�erent problems throughout this work. Every

model discussion section will overview its architecture and usual operations such as

training and inference.

2.2.1 Deep Neural Networks

DNNs have grown in popularity in recent years, achieving state-of-the-art results in

di�erent areas and services [3]. With increased popularity and research, the number

of available model structures and techniques is steadily growing. In this section, we

will focus on structures pertinent to the work developed, more speci�cally Recur-

rent Neural Networks (RNN) using Long-Short Term Memory (LSTM) Layers and

Convolution Neural Networks (CNNs). Nevertheless, let us start with an overview

of a standard deep neural network.

A standard Feed Forward Neural Network is comprised of one or more layers,

each with several nodes. Layers are divided into an input layer, where data is fed

into hidden layers, and the output layer. The most common nodes in a DNN are

based on the original perceptron from McCulloch, and Pitts [39]. Every node can

receive one or more inputs that will be multiplied by weights (W) and fed into an

activation function that produces a single output. The name Feed Foward comes

from data �owing from the input to output, where the outputs of a layer l are the

input of layer l + 1.

The ultimate goal when training a DNN is to be able to change a set of optimal

weights so that it can correctly predict or classify any input sample correctly. The

model modi�es the weights by trying to optimize an objective, which is generally

referred to as a cost or loss function. The cost function dramatically depends on

the problem we are trying to solve. To try and adjust the weights, most DNNs

apply Stochastic Gradient Descent, or some variation of it [40] coupled with back-

propagation [41]. The overall idea of gradient descent is to use the gradient of our

cost function to �nd the way we should modify W to go towards local or global

minima. Stochastic Gradient Descent speeds up training by calculating a gradient

of a random number of samples called mini-batch instead of the whole data at once.

We call the process step of going through all batches from the training data an
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epoch. Backpropagation comes into play by �nding the gradient using the partial

derivatives of our cost function [42]. During backpropagation, gradient calculation

follows the opposite of the normal network �ow, where we start from the output

layer and go up to the �rst layer. Gradient calculations from a layerl are used for

the gradient of layer l � 1.

Note that several other techniques can and should be applied to optimize training

and avoid over�tting.

Feedforward DNNs usually deal with independent samples. Time series problems

that require either prediction of future values possess a dependency between samples,

where there is a clear indication of past, present, and future. To better grasp this

concept and provide better learning, DNNs must have a 'remembering' mechanism

that stores past information to optimize the future prediction. Recurrent Neural

Networks (RNNs) allow for circular connections between neurons on the same layer

while using special units to recognize data sequences and patterns. Such architecture

allows RNNs to create a memory of past events that may in�uence the current input

[43].

LSTM Networks are a type of RNN well-suited for time series prediction. Di�er-

ently from the previously described typical perceptron, an LSTM cell [44] connects

with other LSTM cells within the same layer. We can divide an LSTM cell into three

main gates: the forget, input, and output gate [43]. Gates use a sigmoid activation

coupled with a point-wise operation to control information passing through the cell.

The forget gate allows the cell to forget past information that is no longer necessary

by managing its internal state. The input gate operates to de�ne how important

the current information is and how it should impact the cell state moving forward.

At last, the output gate controls how much cell content will be projected into other

cells.

Although Fully Connected (FC) networks can achieve good results for multiple

problems, they fail to consider spatial information about the data. CNNs introduce

a new layer that applies a convolution operation between a matrix of weights and the

matrix input. The weight matrix is referred to as a �lter or kernel. The resulting

matrix after the convolution is known as a feature map. It is commonplace to

apply a pooling operation to condense the feature map and decrease the number of

parameters after convolution. Although CNNs are mostly used on images, we can

also apply them to text data.

2.2.2 Weightless Neural Networks

Weightless Neural Networks (WNNs) use Random Acess Memory units (RAM-

neuron) to emulate neuron dendritic tree signaling [45]. The structure and procedure
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are based on then-tuple classi�er [46] which uses a binary memory array accessed

by an address set.

In this thesis, we carried out two experiments with di�erent �nalities on two ver-

sions of a WNN called WiSARD (Wilkie, Stoneham, and Aleksander's Recognition

Device) [47]. We �rst deployed it in a classi�cation problem using a version based

on the original WiSARD. Later, we applied it to a Regression problem requiring

the usage of the Regression WiSARD (ReW) [48]. The subsections below discuss

architecture, training, and inference procedures and their di�erent characteristics.

2.2.2.1 WiSARD Classi�er

Figure 2.6: WiSARD standard architecture and operations receiving a 3x3 binary
input.

The original version of WiSARD is comprised of several discriminator units, each

associated with a classi�cation label. Every discriminator is structured with the

same number ofN RAM-neurons, each containing the same amount ofM entries.

Each entry can be accessed with a speci�c address and enable the storage of binary

values.

When performing training, all RAM-neurons must be initialized with zero. WiS-

ARD requires the input to go through a binarization preprocessing procedure before

feeding it to the model. Afterward, a mapping algorithm will collect the binary in-

put information and generate the appropriate addresses. In general, pseudo-random

mapping is used at this stage, but di�erent mapping strategies have been proposed

[49]. Note that once the mapping is generated, it is applied similarly for all available

inputs. Since WiSARD is a supervised neural network algorithm, all classes must

have a ground-truth label. Each label is associated with a di�erent discriminator.
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A binary input of size N � M bits is divided into N di�erent addresses of sizeM

bits, and the mapped address will access di�erent RAM-neuron locations and store a

value of '1'. A WiSARD variation enables a bleaching technique [50] which stores a

counter that increases every time that address is accessed during training. To allow

all possible combinations of binary addresses, every RAM-neuron has a total size of

2M entries. Figure 2.6 exempli�es the described architecture and how the addresses

are generated through pseudo-random mapping to later access the RAM-neurons

inside the discriminator.

Instead of storing values inside the RAM-neurons during the inference stage,

they are accessed as a look-up table. All discriminators are accessed, and the RAM-

neuron contents are retrieved based on the generatedM bit addresses. The read

contents are summed together to generate a discriminator response. The label as-

sociated with the highest scored discriminator is our classi�cation response.

2.2.2.2 Regression WiSARD

ReW is a modi�ed version of the original WiSARD to support regression. The model

is structurally similar to its classi�er counterpart, as it still uses RAM-neurons to

perform regression. However, instead of multiple discriminators, ReW only requires

one, signi�cantly decreasing memory consumption.

During training, all preprocessing steps are still required, that is, input binariza-

tion and mapping. Unlike WiSARD, the model receives a data pair of< x; y 0 > ,

wherex is a RAM-neuron access address generated based on the input values and

mapping, while y0 is the ground-truth target of the input. The RAM-neuron con-

tent now consists of two variables, a counterc that represents the number of times

the region has been accessed and the predicted valuey calculated through a sum

of ground-truth targets associated with samples that accessed the corresponding

memory location during training.

On inference both the valuec and y are used to calculate through a simple mean

(
P

yP
c ) the predicted target. ReW also supports several other calculations forc and

y such as power mean, median, harmonic mean and others [48].

2.2.3 Boosted Trees - XGBoost

XGBoost (eXtreme Gradient Boosting) is a scalable tree boosting ML model that

recently gained popularity due to several winning solutions on Kaggle challenges[51].

It bases its structure on combining several weak predictors to form an ensemble of

decision trees and mainly works on supervised learning.

XGBoost applies a gradient boosting decision tree algorithm [52] to optimize an

objective function. This function is comprised of a loss and regularization term.
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Like DNNs, the loss depends on the problem we are trying to solve. In our case,

we will be applying XGBoost to a Regression problem. The regularization term

prevents the model from over�tting training data.

The model uses an additive approach by adding new trees if they improve the

overall objective while the previously added tree structures are �xed in place. The

optimization function is modi�ed once a new tree is included to incorporate the new

tree scores into the calculations. Every new tree is optimized from level to level by

evaluating if splitting a leaf into a new branch would provide any meaningful gain

to the model.

2.2.4 Deep Q-Networks

Reinforcement Learning (RL) consists of a general class of algorithms that learns

interactively by acting and exploring an environment in a sequential decision-making

fashion. The two main pieces of the system are an environment and an agent. We

refer to the agent's current view of the environment as astate. The agent will take

actions within that environment and receive a correspondentreward. This action

will also modify the current state to a new state. To formalize a problem in RL

ideas from incomplete theory [53] are applied through a Markov-Decision Process

(MDP) [54].

A MDP can be formulated as a tupleM = < T; S; A; P r ((s0js); a); r (s; a) > ,

where T = f 1; 2; :::g and represents the time horizon,S and A are the �nite-state

space and action set respectively,P r((s0js); a) is the probability that at the given

time t, by taking action a, wherea 2 A the system transitions from states to s0 in

t + 1, wheres 2 S and s0 2 S. r (a; s) is the reward received from performing action

a at the current state and time.

In essence, the model will learn about the environment and indicate to the agent

which actions are the best to take given the current state. The model follows what

is called a policy (� ), which can be simpli�ed as a set of rules it uses to make

its decisions. An optimal policy (� � ) is the best way to navigate the environment

while maximizing the cumulative reward. The way this policy is de�ned is entirely

dependent on the model.

Interestingly, RL sits between supervised and unsupervised learning [55]. In su-

pervised learning, we require trained data, usually labeled by an outside source,

which then is used by the model to generalize and optimize its internal structures to

provide a matching answer when similar inputs come by. In unsupervised learning,

the idea is to �nd hidden structures within the data that work as latent characteris-

tics of that input, which the model can adapt to learn and later detect from similar

inputs. For RL, it is also vital to generalize internal structures to learn about the
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data, but actions are not as straightforward as labels, as there is not always one

single action that may be best for the current input. Moreover, learning hidden

characteristics of the data is essential but does not solve the problem of maximizing

our reward in the long term.

By having a model that learns the environment, we introduce the trade-o� be-

tweenexploration vs. exploitation. In general, for the model to learn better alterna-

tives to its current policy, it must explorenew environments by taking new actions,

which might cause an initial smaller reward and higher long-term reward. At the

same time, the model mustexploit what it has learned from previous interactions

and base its decision on it. The model must strike a balance between only using the

learned knowledge and choosing to contradict such knowledge to �nd better poli-

cies. It is essentially trying to �nd better local minima or, ideally, global minima.

Implementing this depends entirely on the selected model, but the common idea is

to apply a � -greedy strategy.

In the � -greedy algorithm, we �rst select an initial � value, decreasing over time

until it reaches a chosen minimal� value. A random variable is produced and

compared with the current � during the model execution. If the value is lower

than � , we take a random action on the environment, exploring it. In the opposite

scenario, we use the model knowledge to choose our action.

In this thesis, we will be deploying an RL agent to decide upon an admission

control environment. We use a Deep Q-Network (DQN) [56] and Dueling DQN [57]

as a solution to automate the decision process based on their previous success in

similar environments. However, it is important to mention that other RL algorithms

such as Policy Gradient [58] have been deployed in other �elds.

DQN is a DNN with a similar architecture to the previously described DNNs in

Section 2.2.1 based on Q-Learning [59] RL algorithm. Q-learning updates the value

function (v� (s)) through the Bellman Equation. A value function (v� (s)) represents

the goodness of being in the current states given our current policy � . To �nd

goodness, we must look into the expected reward from taking actions withins.

A Q-function (Q� (s; a)) is de�ned as the expected reward of taking actiona in

state s, following the policy � . Its output is also known as Q-value and represents

the quality, or the expected value of the action-state pair. Equation 2.1 displays

Q� (s; a) formulation.

q� (s; a) = E[r (s; a) + 
max a0q� (s0; a0)] (2.1)

The Q-function is comprised of the reward of takinga in s plus a discounted

future expected reward.
 represents the discount factor, which works as a weighting

parameter to manage long-term vs short-term reward.maxa0q� (s0; a0) indicates the
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maximum expected future reward, wheres0 and a0 represents the next state-action

pair at t + 1. When � = � � this equation is referred to as Bellman Optimality

Equation.

Now our optimal value function to �nd the goodness of state can be written as

a function of Q executing the optimal policy� � as shown below:

v� � (s) = maxaq� � (s; a) 8s 2 S (2.2)

Unfortunately, Q-learning requires a massive structure to store all available ac-

tions and state pairs and their corresponding Q-values, making it extremely hard to

apply to realistic scenarios due to memory and computational cost. Deep Q-Learning

comes into play using Neural Networks to provide a good approximation of Q-values

via network training, substituting the memory-intensive Q-learning structure.

A DQN possesses a similar model structure to the other networks presented in

Section 2.2.1. It will receive a state as input which will proceed in a feed-forward

fashion until reaching the output layer. In general, the output values represent the

available set ofq� (s; a), 8a 2 A. This way, we can choose the action that maximizes

our expected reward.

During training, we have to introduce two new concepts:Experience Replayand

a target network.

Experience Replay is a structure used in DQNs to utilize better previous data

experienced by the network, which helps with sample e�ciency and network con-

vergence [60]. The classic Experience Replay [61] work as a memory structure that

stores past experiences in the tuple format of< s; a; s0; r (s; a) > . After every in-

teraction with the environment, a new tuple is saved. The bu�er has a �xed size

and will work as a circular bu�er, where older experiences are discarded to add new

ones. During training, the network will randomly sample a batch of data from the

experience replay bu�er and use it as training input. By random sampling the data

in batch format, we can take advantage of the batch training through stochastic

gradient descent. Moreover, it allows for more stable learning by providing data

diversity in which the network can better learn a general view of the system [56].

As we explained earlier, RL falls into a paradigm between supervised and un-

supervised learning, yet, a DNN still requires us to optimize a loss function (L).

Here it takes a page of supervised learning by applying a Mean Squared Loss as per

Equation 2.3.

L = E[(y � q� 0(s; a))2] (2.3)

We need a predicted value (y) and a target corresponding to a ground truth

value. Our y is straightforward to �nd as it is the network's output. However,
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since data is not labeled, we estimate the target by using the prediction of the same

network but with a di�erent policy � 0 that uses the old parameter of a previous time

step t. Double Q-networks [62] introduce this concept by deploying a second DNN

called target network while training the main DQN. The target network is initialized

with the original parameters and weights from the main DQN. As time progresses

and our main DQN is trained at everyt, the target maintains the old parameters

and weights. After an arbitrary number of interactions, we will update the target

network with the parameters of the current main DQN. By using this slower update

approach, we can better converge the network leading to better policy estimations.

The traditional DQN tends to overestimate action-values, creating unstable training

and lower quality policies [62]. In practice, the network only knows the rewardr (s; a)

after the agent acts witha, and the target network is fed the next state-action pair

< s 0; a0 > to calculate the maximum expected future reward which allows us to fully

calculateq� 0(s; a)

Dueling DQNs build upon the new structures present in the double DQN and

standard DQN by modifying the network architecture internally. After the initially

hidden layers, Dueling DQN proposes to divide the �ow by explicitly creating two

separate FC layers. One will represent the state value and the other as a represen-

tation of the advantage of taking an action given the state. The original Dueling

DQN paper argues that it is not necessary to know the value of all actions for ev-

ery time step, as there are cases where the action does not particularly modify the

environment in a meaningful way [57].
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Chapter 3

Dynamic NAND Flash Media

Read-Level Threshold Adjustment

3.1 Motivation

The continued improvement in NAND Flash media technology by allowing more

densely-packed transistors, which signi�cantly improve storage density and area

optimization, has helped solidify SSDs position as the primary storage device in

enterprise data centers and consumer devices [37, 63, 64]. As SSDs approach cost

per gigabyte similar to HDDs, they also provide orders of magnitude faster read and

write throughput [22].

As we previously detailed in Sections 2.1.1.3 and 2.1.2, several issues plague

NAND Flash media components. Many such errors can provide data loss and re-

strain the lifetime of SSDs. Unlike HDDs, SSD architecture requires more powerful

components, such as ECCs, to restrain such errors and improve data consistency.

Many of these errors are aggravated by recent �ash technologies that pack more and

more bits into cells which is a trend expected to continue in the future1.

To brie�y recap, when performing a read, we must correctly �nd reference volt-

ages (Vth ) to properly discern between the possible �ash states. One of the primary

sources of data bit errors is caused by shifting voltage distributions inside the cell.

Multiple factors in�uence these shifts, with P/E and DR being the most prominent

ones. With that in mind, we propose to dynamically �nd and adjust read-level

reference voltages to decrease the number of bit errors and increase overall SSD

reliability. Previous works have tried to approach this problem [65�67], but many

involve models using metrics that would be unrealistic to collect in real-time or less

�exible structures.

ML, in general, has been successfully used to solve reliability problems [68, 69].

1https://www.techpowerup.com/283337/western-digital-may-introduce-penta-layer-cell-plc-
nand-by-2025
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Therefore, we implemented several ML algorithms with crafted time-series input

measured on an enterprise-grade TLC �ash media to dynamically predictVth . ML

models can be trained o�ine by using previously measured data on di�erent stages

of �ash life and later deployed on an SSD drive to adjust the thresholds properly.

Moreover, by choosing ML, we can extrapolate on never-before-seen inputs instead of

other more static approaches [67]. Models can be trained o�ine to learn the di�erent

characteristics and stages of �ash media life and then be deployed for predictingVth

read values more accurately.

For the work discussed in this thesis chapter, we propose a dynamically ad-

justable Vth by applying regression ML models on actual measured data from

enterprise-grade NAND Flash chips. Our solution is evaluated on varying P/E and

DR cycling scenarios with compatible reliability metrics for the storage scene. We

chose to execute our application in a CSD environment as we believe near-storage

processing can signi�cantly bene�t from this scenario.

Below the reader will �nd the main contributions provided for this work:

ˆ A novel ML approach to dynamically adjust read level thresholds;

ˆ Introduction and analysis of di�erent training procedures using time series by

only depending on execution-time available data;

ˆ A representative and realistic dataset collected from enterprise-grade �ash me-

dia data;

ˆ Analysis of dynamic adjustableVth resulting from extended P/E cycles and

data retention;

ˆ Evaluation of memory footprint and prediction time for the ML models in a

CSD environment;

This remainder of the chapter is structured as follows: Section 3.2 highlights past

work on Vth adjustment and a few other techniques on improving �ash media relia-

bility. Section 3.3 highlights our implemented ML models as well as data collection

and preprocessing to create the dataset. Section 3.4 discusses and showcases the

experiments and results with regards to di�erent scenarios and ML models. Section

3.5 concludes the work with some �nal remarks.

3.2 Related Work

In this section, we discuss past work related to �ash media reliability. A handful

of such works tried to deploy some type ofVth adjustment, while others focused on

di�erent techniques.
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Mei et al. [65] is one of few works that try to use a deep learning-aided approach

to adjust read-level thresholds and improve �ash media reliability in MLC. It deploys

a stacked RNN architecture with Gated Recurrent Units (GRUs) instead of the

LSTM. The network is fed a readback threshold voltage which the author argues

can be detected by sensing the cell. Note that for the experiments, the inputs are

simulated by some channel modeling, emulating programming noise, data retention,

and other problems that may infer in �ash problems.

One way to �nd our optimal Vth is to perform re-reads, shifting the threshold

for every read until a read is performed successfully. This approach is slow and can

signi�cantly increase read latency. The work from Peleatoet al. [66] uses a constant

number of reads coupled with an algorithm that characterizes noise distribution for

the voltage levels based on Gaussian distribution equations. The authors deploy

a dynamic programming backward recursion framework to search for a policy that

minimizes Raw Bit Error as a reward. Di�erent than Peleato, we use a di�erent ap-

proach to �nding the optimal threshold without needing re-reads and using di�erent

inputs.

All of the above works use Gaussian voltage estimations to simulate conditions

or data in some fashion. Although this assumption may provide a good estimation

for some instances, di�erent cell technologies are asymmetric with exponential tails

that may look very di�erent due to several factors [9].

Papandreouet al. [10] experiments with MLC and report how bene�cial even a

simple adaptive voltage threshold is in decreasing bit error rate. For their exper-

iments, they varied both DR and did P/E Cycling to force shifting distributions.

The work periodically sweeps six pages and compares the optimal, nominal (base-

line), and adaptive voltage threshold strategies. The adaptive algorithm performs

six reads by shiftingVth to �nd a better Vth for the read pages.

Using more recent cell technologies, Rajabet al. [67] introduces aVth calibration

procedure for TLCs while emulating P/E Cycling and DR forVth shifts. It does

so by reading meta-data in di�erent life stages of the page and storing BEC values

in a table. To perform calibration, they simply perform a lookup, trying to �nd a

signature similar to the current read values. As expected from tabular approaches,

it may grow exponentially due to the sheer size of �ash media.

The last two prior works do not entirely account for di�erent physical areas of

the �ash that might have distinct BEC and Vth behavior. As we explained in Section

2.1.1, temperature and manufacturing procedure are factors that modify read-level

voltage behaviors. Our approaches deploy ML to provide a more robust solution to

handle such variations while keeping a consistent memory footprint.

Fairly recently, Zuolo et al. [70] had a patent approved for identifying correct

read-level thresholds using regression networks. The network uses several input
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values such as the reference voltage, retention time, and others that output a list of

exponents used to identify what they called 'Threshold-Voltage-Shift Read-Error'

curves.

Even though correctly �nding Vth improves on RBER, a few other works are

proposing di�erent solutions to improve overall �ash media reliability. Mahdisoltani

et al. [69] uses S.M.A.R.T. log features as input to an ML model to predict possible

SSD failures and preemptively apply solutions.

Wilson et al. [71] provides a way of reviving NAND cells by dynamically switch-

ing TLCs to work as MLCs. As previously discussed, the lower the number of bits

per cell, the higher the number of P/E cycles it sustains. Wilsonet al. proposes

that whenever a block reaches its maximum P/E and is considered dead or retired,

we bring it back as an MLC, allowing for more P/E to be performed.

3.3 Read-Level Threshold Adjustment with ML

This section will explain our proposed approach to adjusting read voltage thresholds

dynamically. We will also supply knowledge on how we collected and processed our

data to �t a generic dataset.

Figure 3.1: Data collection, model training and inference with a CSD.

Figure 3.1 shows the three stages of our approach to dealing with the problem.

We start with data collection by using a tester to properly collect BEC metrics

while emulating DR and cycling over P/E. Since we are treating the problem as

supervised, we also collect our ground-truth targets at this stage. Afterward, we
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move on to o�ine training by preprocessing the dataset into features and training

the ML model. Finally, we perform inference using the pre-trained model to adjust

Vth dynamically.

3.3.1 Dataset Collection

Figure 3.2: Tabular example of all the collected metrics available in our dataset.

Before we start describing our o�cial dataset procedure, it is essential to de-

scribe the intuitive thought behind the collection procedure. The intended goal for

generating a dataset is to provide similar enough data to what it will be found in the

�eld. The term in-the-�eld relates to �ash media being deployed in the real world

and being utilized by a user. As we have discussed, several factors may change

memory cell internal voltage distributions. Therefore, as for most learning applica-

tions, we would like to have a consistent dataset that replicates possible �ash media

behaviors or that we could derive such behaviors from the data collected. Another

critical point is to provide enough data to perform our training, validation, and

testing (inference) stage procedures.

With that in mind, we always looked back into what an SSD �rmware log could

inform us whenever a read was performed to keep our dataset in line with the in-

the-�eld case. As we previously discussed (Section 2.1.2), one of the primary metrics

for knowing how far away we are from the correctVth is the BEC which is known

by the �rmware via the return of its ECC engine. Therefore, BEC is to be our
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primary source of knowledge as to the current state of �ash. To properly collect

BEC, we performed 100 consecutive reads at speci�c �ash locations and collected

their BEC. By performing these reads, we can also �nd the physical channel, die,

block, and codeword, all of which the �rmware also needs to know to perform a

read, therefore reachable in the �eld. Another essential metric we can collect on a

read is the current P/E of the block as the �rmware keeps track of it to perform

several functions such as Wear-Leveling.

Another critical control measure we must have is DR. As we previously discussed,

it is a major cause of negative shifts in a memory cell. As we will be emulating DR,

it is easy to know how much time has passed and include it in the dataset. Even

though the SSD �rmware might have access to a time-clock, it may be unclear if

their time notion is correct, as drives may be turned o� and calendars may be wrong.

Therefore even though we have it in the dataset, we will not be using it as model

input, as we may not be able to �nd reliable DR values [30]. However, we are getting

ahead of ourselves, model input features will be better discussed in the next section.

Since we are dealing with a supervised regression problem, we must �nd the

optimal Vth . Similar to what was described in some previous work [66], one way

to �nd the correct threshold is to execute continuous re-reads with di�erentVth .

Therefore, we took our 100 reads and repeated them at the exact location within

a �xed range with the normalized values of -15 to +5. Organizing the data in this

fashion allows for searching whatVth is currently minimizing the read or the die or

block at the current P/E and DR.

Figure 3.2 shows an example of our dataset in a tabular format. The �nal dataset

consists of several code words from blocks, four dies, and 16 channels subjected

to successive phases of P/E cycles characterized as Beginning-of-Life (BOL) and

Middle-of-Life (MOL), followed by weekly data retention for up to 12 weeks of

retention time. We selected a normalizedVth range, iterating values one by one

from -15 up to +5. Every block was read 100 times for every week, P/E cycle

range andVth which returned a maximum correspondent page BEC. All data was

analyzed, and any signi�cant discrepancies or errors were cleaned before performing

any speci�c model procedure. Note that the presented target is representative of

the optimal Vth .

Raw 3D CT TLC NAND Flash chips were characterized using a JEDEC-based

cycling test up to the 3D TLC NAND endurance rating and the enterprise data

retention requirement of up to 12 weeks at 40C. We used a 3D CT TLC NAND

Flash memory chip with 96 stacking storage layers, 18 MB block size, containing 1152

logical pages with 16 KB per page. To perform P/E cycling, a script of block program

and block erase using random data was performed. The blocks were subjected to

successive phases of P/E cycles and DR of up to 12 weeks. That of which totaled
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approximately 45 GB of data.

3.3.2 Machine Learning Implementation

When �rst evaluating the problem, we came across the decision of choosing between

classi�cation and regression algorithms. The primary source of doubt came as volt-

age values are continuous, but when applied in this scenario, they are used as discrete

integer values, as we can see by our set targets in 3.2. Still, It is known that the

closer the voltage value we choose is to the optimalVth , the lower the BEC is likely

to be. Therefore, there is a correlation between closer BEC values in the dynamic

threshold adjustment problem, which goes more in line with a regression problem

than dividing it into discrete uncorrelated classes. When applying the voltage, we

can truncate or round the algorithm's predicted values to force a discreteVth .

As we detailed in the background Section 2.1.1.3 one of the leading causes of

Vth shifts is DR. To recap, DR is related to the amount of charge the �oating-gate

can hold over time. Electrons may tunnel outside their intended location and shift

voltage distributions around. There is a clear correlation between time and DR, as

we even de�ne DR by the amount of time passed.

Although P/E may not be directly represented in a time format, it is clear that it

does hold some time-related events as the continued usage of the device will increase

the number of programs and erases its components. P/E is constantly associated

with a �ash life cycle as a way of indicating the life stage of the �ash [36].

With that in mind, the passage of time must be incorporated by the model

inputs in some capacity. Therefore, we will navigate through the dataset and use

consecutive reads metric information to create our model input time series as it

should be of great help in noticing how BEC behaves as we perform reads with

di�erent or equal Vth values.

To properly evaluate a solution to our dynamicVth adjustment problem, we

implemented three di�erent ML regression algorithm classes with di�erent char-

acteristics, previously detailed in Section 2.2. The three algorithms are XGBoost

(XGB) [51], Regression WiSARD (ReW) [48] and DNNs using LSTMs as a way to

better support time-series data. Many processing steps in creating the proper model

input are similar to every model. We will detail them and their speci�cs in the next

subsections.

3.3.2.1 Pre-processing & Features

We want to start this section by providing a discussion in which we bring the matter

of physical levels to the reader's attention. From what we previously explained, our

dataset consists of reads being performed at around the page level, which provides
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several reads for each block, die, and channel. When deploying aVth adjustment, we

must carefully consider in which of these levels we would likely be applying the algo-

rithm. Changing Vth for every individual cell is infeasible due to their sheer amount.

Therefore, a lot of discussion time was spent choosing an appropriate granularity

to apply our algorithm. We believe a Channel granularity to be too coarse, as we

may encompass the whole chip or more depending on the SSD architecture. Block

granularity is in the thousands range, which is still too much to keep track of. At

last, we came across the Die granularity, which generally is around 4-16 dies per

chip and seems to be a nice number to predict upon.

Now that we have de�ned the physical level of �ash media we will be acting

upon, our thought process goes back tohow would the �rmware feed me die-level

information? To answer that question, we got to probe �ash and �rmware and

learned that SSD �rmware usually measures BEC by passing up their maximum

value across di�erent levels. In practice, when readingn pages in a block, we would

get the maximum BEC of the n pages from the �rmware. Therefore, instead of

multiple n BECs, the �rmware will return one value, the highest (or worst) BEC,

that comes from one of then pages read. This is an essential �nding as it allows for

a realistic creation of a die-level dataset.

Algorithm 1 Algorithmic procedure to �ltering the dataset into die-level
procedure Die-level Dataset (dset)

die_ dset  Empty
for all DR, PE, Channels and Diesdo

f 1  Filter dset by current DR,PE,Channel and Die
for all Reads andVth in f 1 do

f 2  Filter f 1 by current Read andVth

row  row of f 2 where BEC == max(BEC)
die_ dset appends row

return die_ dset

The algorithm 1 displays how to properly transform our dataset into a die-level

dataset. We must �rst select the current PE, DR, channel, and die we will work on.

We also �lter by channel because channels are viewed as a level above the die in

the hierarchic �ash architecture. Therefore, if we go straight for die �ltering only,

we will have a die number representing multiple dies from di�erent �ash chips in

di�erent channels, which is not ideal as they may not have signi�cant correlation.

The next �ltering step is to select the current read andVth we are currently going

to maximize. After this last step, we should have thei th read performed with a

speci�c Vth for all blocks and codewords available at the current PE, DR, channel,

and die. We will now pick the maximum BEC of all the blocks and codewords and

put that in the new die-level dataset. After �nding the max, the block and codeword
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dimensions can work to show from which place did the maximum come from for that

read.

After correctly processing our data into a die-level dataset, we can start to �gure

out which features to use. From the collected data, we know that every row in our

set can be obtained after a read occurs. Our two main essential features are the

Vth used for reading and BEC, both of which will re�ect on each other and show an

indication of how the current �ash state may look like. Another essential feature is

the P/E count since we know it is an important factor for learning about �ash life

stages. Although DR would be fascinating to use, for reasons we previously explained

(Section 2.1.1.3), it might be hard to collect at run-time properly; therefore, we will

not be feeding it into the model.

The other features left, such as die and channel number, are categorical and will

not be used explicitly as input features. The reasoning behind this choice is that we

would be inserting input bias into the training process. For example, suppose that in

most of our chip data measured, channel 15 die 1 has a peculiar behavior due to its

manufacturing procedure which deviates from the others. When training the model,

it might derive that all SSDs with channel 15 and die 1 will have erratic behavior

in that location, which is unrealistic. Therefore, learning a generic representation

without full location knowledge helps avoid biased learning.

Due to time-related reliability issues, we must remember that we will deploy

our models as a time-series regression algorithm. Therefore, every sample consists

of s consecutive read metrics collected from our die-level dataset, wheres is the

time-series length. The metrics are theVth , BEC, and P/E.

Instead of directly using the raw P/E cycle count integer value, we applied a

bucketing technique to transform it into a 3-bit one-hot vector. Each bit correlates

to a di�erent �ash-life stage: BOL, MOL, and End-of-life (EOL). The goal is to help

avoid model over�tting and allow for support prediction for di�erent memory cell

technologies as they greatly vary in order of magnitude for maximum P/E count

support, as presented in the background Table 2.1.1.3.

Besides these common steps for feature selection and processing, every model

has its peculiarities that must be attended to.

One standard procedure that greatly helps DNN convergence is to normalize

feature inputs as it helps with numerical stability. After initial tryouts with di�erent

techniques, we settled for a Standard Scaler to limit values between 1 and -1 while

keeping the standard deviation as close to 1.0 as possible. The algorithm subtracts

the value of the current sample from the mean acquired from the training data,

followed by the division of the training set standard deviation. The output is the

scaled feature sample. Due to P/E being three binary values, it does not require any

scaling. On the other hand, BEC andVth will be normalized by a separate scaler
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with their own mean and standard deviation based only on their own BEC orVth

respectively. We did not apply normalization procedures on XGBoost and ReW.

It is important to mention that XGBoost does not have natural support for time

series, which requires us to modify data dimensions before feeding them into the

model. Every input sample we generate is a matrix with sizeseq� f , where f is

the number of features. Therefore, we must �atten it to a 1-D array of sizeseq� f .

We implemented a circular thermometer with a size of 128 bits for each of the

features in the time series for ReW since it requires inputs to be binarized. A circular

thermometer uses a min-max threshold while avoiding sparsity by keeping the word

number of zeroes and ones equal. We also apply array �attening for ReW due to its

pseudo-random mapping.

3.3.2.2 Training

The training process is done o�ine with data collected beforehand, as seen in Figure

3.1. Since we are dealing with a supervised problem, we must �nd the optimal

voltage shift for every fed sample during training. To achieve this goal, we will look

into every read performed within a location, i.e., chip and channel, and �nd from our

Vth range of -15 to +5, whichVth returned the lowest BEC. This approach allows

us to �nd the ground truth target Vth for every read. However, looking only at

the BEC generated from a read to �nd the optimal might create targets constantly

changing in a short read spawn. When performing a read, natural noises might cause

di�erent Vth values to intercalate between minimal BECs constantly. To provide a

more constant target voltage value, we apply a simple moving average with a window

of 10 over all the BECs to smooth out potential noises. Since a time series consists

of several samples from di�erent reads, we will use the last read as a reference for

the target value fed into the model.

Both LSTM and XGBoost will use a Mean Squared Error (MSE) loss with the

goal of increasing network penalty as the error between prediction and target in-

creases squared. As explained earlier, the closer ourVth value is to the optimal, the

lower the number of bit errors. ReW does not require a loss function to optimize.

Now that we have de�ned the speci�cs and how each feature looks after the

preprocessing, we are left over with how to concatenate di�erent read metrics to

build a sample for the time series. Whenever we train the networks, we should

always aim to use data that will look like the data available at inference time.

Therefore, it is imperative to describe two di�erent scenarios and how they might

in�uence our training input generation.

First, we have the scenario whereVth are not always requiring change. For

example, a write-heavy workload where data is constantly being freshly written,

erasing DR, or the case where the dynamic threshold algorithm is barely used, rarely
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switching Vth . The SSD performs several reads with the same reference voltage value

in these examples. For this case, our time series ofseqreads would mostly have the

sameVth . This training set is relatively straightforward to collect from our dataset

as we need to build samples with the same voltage from consecutive read values,

similar to how the Figure 3.2 shows the sorted data. We will refer to this set as the

EQUALVT training set.

In our second scenario, we have a more dynamic system, where a dynamic thresh-

old algorithm is changingVth and the model inputs for inference may be performing

reads with di�erent Vth s at di�erent DR. We must �rst choose our starting Vth and

read to generate these samples from our dataset. Next, we randomly select a DR

equal or older for the next read from the same time series. Our implementation

draws from a triangular probability distribution allowing a higher chance of select-

ing DR equal to or a few weeks close to the previous sample DR. Read operations

with closer DR values are more likely to occur instead of dies not being read within

several weeks. After choosing the DR for our subsequent read, we randomly choose

the next Vth to be equal or smaller. The choice of a smallerVth is due to P/E and

DR shifting voltage values to be more negative. Therefore if a dynamic threshold

algorithm changesVth as we progress through older DR, it is more likely to be for

equal or smaller values. By knowing where we are in terms of physical location, DR

and Vth are easy to �lter in our dataset and extract the other features such as BEC.

We will refer to this scenario asDRFWD set, as the read inputs from the same time

series navigate to older DR values.

It is important to mention that the reads of the same time series will never

have data from di�erent dies or channels in any of the described scenarios. We will

evaluate how each set changes the model capabilities to predict the appropriateVth

in Section 3.4.

3.3.2.3 Inference

As we try to nail the point, emulating data that is collectible in real-time is essential

and one of the key distinct contributions of our approach. Still, it is required that

the SSD �rmware exposes our required features (Vth , BEC, and P/E) to the model.

Unfortunately, �rmware code is proprietary, so we cannot modify it to perform

experiments in the �eld properly. Therefore, all the values used for testing are from

our die-level dataset, which still consists of actual data from �ash media. Note that

all preprocessing steps remain the same for each model during inference, and we

ensure training data does not leak into the testing data.

With that in mind, to properly emulate a prediction study case with our collected

dataset, we developed aconvergencetesting set. The idea is to emulate how we would

e�ectively test our trained ML models in an SSD. Note that we will be referring as if
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we were performing read operations on the drive, but we are just �ltering the tables

of our dataset to collect the data correctly.

We start by �xing our working test zone de�ned by the physical location (channel

and die) we will probe. This strategy allows us to exclude these samples from the

training set, avoiding contamination of the testing set. We then select our initial

Vth to perform the �rst read as if the data was freshly written (DR of 0 weeks).

The baseline usually de�nes the initial voltage threshold value. We collectseqreads

from the current physical location we probed. This sequence of reads will create our

�rst time-series input to infer upon which the model will receive and predict aV 0
th

in the process. Therefore, the next read is performed withV 0
th , which generates our

next input and so forth until we reach the maximum amount of available reads and

DR.

During our inference stage, we will proceed to perform a K-fold-like training and

testing procedure using the steps described above. Whenever we test at a speci�c

channel and die, we train a model with all the data except the tested channel and

die. The values presented in our experiments are measurements done for all available

channel/die combinations.

The convergence testing approach allows us to visualize how the model will

behave at di�erent stages and, more importantly, how it predicts on top of its

previous predictions, allowing for some room and self-adjustment in case of making

a mistake in the previous read. We believe this testing set provides a more realistic

case of study than just independently feeding randomly sampled inputs without any

correlation.

3.4 Experiments & Results

We propose a set of di�erent experiments divided by P/E and DR to evaluate the

proposed ML models' behavior in di�erent �ash life stages. We aim to evaluate

reliability metrics pertinent to our SSD environment and �nd where the models

may �t best.

Besides the previously described models, we also measured a simple linear re-

gression algorithm and a baseline approach that keeps the standard startingVth

throughout all P/E and DR stages. Moreover, we also plot the perfect dynamic

threshold adjustment scenario where the optimalVth extracted from the ground-

truth targets is always applied. The plots are divided between BOL and MOL P/E

stages and DR. Average plots will provide the average of all available reads in P/E,

DR, die, and channel. In contrast, maximum plots represent the worst prediction of

the performed reads. The starting point of the ML models at freshly written data

(1st read of 0 weeks) will always be the baseline ofVth = � 5.
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Experiments were conducted on an Intel Core i7-6700 at 3.40 GHz, 32 GB of

DRAM, an Nvidia GeForce GTX960-4GB, and a Ubuntu 16.04. We also deployed

the Newport CSD to measure time and memory as to provide a discussion on how

each model may me applied. We have described Newport architecture in detail in

background Section 2.1.3. We did extensive hyperparameter optimization on the

three proposed models. Appendix Section A.1 provides Tables A.1.1, A.1.3 and

A.1.2 with the selected parameters.

It is essential to mention that we will also be evaluating di�erent time series

lengths of 1,3, and 9. Note that a size of 1 is not a time series per se, which causes

some complications for our DNN with the LSTM ML model as LSTM layers require a

2D matrix with more than one row. Therefore, to test DNNs on time series of length

1, we deployed a standard fully connected DNN with Relu activation. Moreover,

we also look at the di�erence between using the two previously mentioned training

datasets in Section 3.3.2.2.

The rest of this section will be divided into di�erent discussions and experiments.

We �rst will present and justify the reliability metrics that will be used throughout

the experiments. Afterward, we will get into our �rst experiments, which discuss

model behavior on di�erent time-series lengths. Our second evaluation will compare

models at their best time series lengths and discuss which scenario they might �t

best. We later also provide an insightful discussion on the di�erent execution times

and memory consumption of the proposed ML approaches.

3.4.1 Evaluation Metrics

To correctly measure the e�ciency of the proposed models in �nding the optimal

Vth , we introduce two metrics: Failure Rate % and RBER %.

RBER is a standard metric deployed in prior work to study reliability issues

[33, 36]. To calculate RBER, we must divide BEC by the number of bits read that

is dependent on �ash and SSD architecture. In our case, we use the value of 18336,

which is correlated to the chips and tester used to collect the data from the dataset.

The BEC value is the number of bit errors when reading the speci�ed location

with threshold Vth . We will evaluate the average RBER and the maximum RBER

case. A reminder that the maximum RBER case displays the worst single prediction

performed by the model at the current data retention week for all available dies and

channels.

Ideally, we would like our model to always �nd values very close to the optimal

reference voltage threshold. However, there are instances where a corner case or

outliers may come by and throw the model's prediction o�. In the problem we

are dealing with, a wrong prediction may cause a high enough BEC that the ECC
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Figure 3.3: Failure Rate for all model types, time-series lengths and training sets
with using TR of 1.0 and MOL Data.

cannot correct, generating an uncorrectable, increasing read latency or, even worse,

complete data loss. Therefore, studying how often a miss prediction causes this

scenario is essential when evaluating performance. In fact, that is the main reason

we also evaluate the maximum RBER case explained in the last paragraph. Our

Failure Rate metric gives us signi�cant insight into how often the model fails to

perform a successful read due to a miss prediction in our testing set.

Failure Rate % is calculated by selecting an RBER thresholdTR and counting

the number of predictions going over said value. TheTR represents di�erent ECC

capabilities in RBER format. The higher the Failure Rate threshold, the stronger

the ECC. Therefore, if a prediction causes an RBER value higher thanTR, it is a

sign of an unsuccessfully read. The tables will show the percentage of times every

model made a prediction that went over aTR.

3.4.2 Training Set Evaluation

In this section, we will be evaluating how each of the proposed training sets

EQUALVT and DRFWD impact Failure Rate %. Our selection of failure rate

as an initial �lter before diving into a DR-based analysis is due to the importance

of worst cases and uncorrectable reads. In essence, if the model is more likely to

generate a prediction over the ECC threshold, it will cause an uncorrectable, which

will trigger di�erent SSD routines such as WL, GC, or read-retries which result in

extra overhead. There could even be an argument that uncorrectable reads may

cause blocks to be retired early, diminishing SSD lifespan.

36



Figure 3.4: Failure Rate for all model types, time-series lengths and training sets
with using TR of 1.5 and MOL Data.

Figure 3.5: Failure Rate for all model types, time-series lengths and training sets
with using TR of 2.0 and MOL Data.
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Figures 3.3, 3.4 and 3.5 present the failure rate for di�erent threshold values in

a MOL case. These values are for all predictions made within every DR, channel,

and die available. The optimal predictions have the lowest failure rate for every

TR, but notice it is not zero for TR = 1:0. This rate higher than zero means that

even by setting optimalVth , an ECC with these capabilities might never be able

to �x these bits. These can be referred to as unavoidable uncorrectable errors. The

static approach is also the worst case for everyTR, which is expected. As DR moves

forward, the initial threshold becomes obsolete.

It is interesting to see that the training set ofDRFWD is achieving a better

percentage for most of the time-series and model variations. Due to a more hetero-

geneous formation of samples with di�erentVth values, it might be helping models

learn more robust internal representations of the problem. However, there are still a

few instances, like in XGB-3 and XGB-9, where theEQUALVT training approach

performs slightly better. Note that the simplistic LINEAR classi�er does not change

independently of the training set since it has a lower learning capability.

For BOL Fail Rate (%), all model predictions achieved 0% Fail Rate except

for the static baseline. This result is due to the �ash memory cells being mostly

new, therefore not showing meaningful read-level threshold voltage shifts that would

generate noisy samples that may cause mispredictions.

Based on these �ndings, in the following sections, we will compare the models

and time-series variations by using the training set, which achieved the lowest Fail

Rate % in the evaluated model type and time series length.

3.4.3 Time-series Comparison

To study how time-series impact model prediction, we will look at each proposed

model individually by varying the time series lengths to 1, 3, and 9. Appendix A.2

also provides additional plots discussed during this section using the best training

sets based on the previous section discussion.

For DNN approaches, we can see more clearly in Figure 3.3 that a time series

of length 3 provides better failure rates. Moreover, DNN-1, which uses a di�er-

ent architecture than the LSTM, seems to be having a more challenging time for

TR = 1:0 while performing better at the other two thresholds. When devoting

our attention to RBER per DR in Figure A.1 the average case seems to reassure

us that the length of 3 is the best approach, seen more clearly for MOL. However,

time-series of 1 showed more stable results, presenting fewer outlier predictions on

the worst-case plots. This result indicates that the DNN model can provide better

predictions using time series as input. However, it may also partially hinder its

ability to deal with outliers as the worst predictions for DNN-3 are causing higher
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RBER than DNN-1.

The Linear models are just simple linear equations tuned for the dataset. There-

fore they show the least amount of variance over training sets. Its main advantage is

being fast and providing transparency and predictability to the user. In Figure A.2

there is no discernable di�erence between time series lengths for BOL. For MOL,

where there is a bigger variance within the data, LINEAR-1 is performing better,

which aligns with our �ndings in Failure Rate %.

Figure A.3 shows the max and average plots for its tested time series sizes. There

is a small di�erence between the models in the average plots, especially for lengths

3 and 9. The worst cases also provide similar results as the same lengths provide

somewhat robustness by not making wildly wrong predictions. However, Failure

Rate % seems to give an edge over XGB-3. It is interesting to point out that even

though XGBoost has no natural support for time series, it still was able to achieve

better predictions by using more feature information.

REW also provides highly stable results as per Figure A.4 it barely perform wild

Vth mispredictions that cause a signi�cant RBER. Similar to the LINEAR model,

we can better see the di�erences when looking at the MOL instead of the BOL case.

This di�erence is due to the binarization of inputs required by the model, which

causes information loss. When dealing with BOL, the di�erences between BEC are

way smaller than for older �ashes such as MOL and EOL. Therefore the inputs

may look more similar due to information loss, which generates similar predictions.

However, looking at Failure Rate % and the average case of MOL, we can see that

not using time series seems to provide the better as the data retention weeks rage

on.

3.4.4 Model Evaluation

Based on our �ndings discussed in the previous sections, we selected the best time

series and training set length for each model type and compared them with the

baseline and optimal in Figures 3.7 and 3.6. Note the di�erent y-axis RBER %

ranges between the plots.

The baseline approach achieves the worse average RBER as DR moves forward.

Moreover, it is way worse for MOL, as seen by the 10th-week baseline value in Figure

3.6. Every model achieved a better RBER than the baseline when looking at the

average results, except for the �rst few weeks. The poor baseline result is due to

Vth usually being selected with the intention of optimizing the read-level thresholds

for the initial weeks of DR, as seen by its close proximity with the average optimal

in Week 0. Arguably, since DR e�ects are pretty low at this early stage, this is the

one place mispredictions may not cause much harm as they would not achieve high
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Figure 3.6: Model comparison in MOL �ash data based on best performing time-
series and training sets by model.

Figure 3.7: Model comparison in BOL �ash data based on best performing time-
series and training sets by model.
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Model Pred. Time Memory
XGB-1 0.1536 ms 367 MB
REW-9 0.2885 ms 342 MB
DNN-3 2.0317 ms 537 MB

Table 3.1: Prediction time of one sample in milliseconds (ms) and approximate
memory consumption in Megabytes (MB).

RBER.

As the weeks go by, most models keep close to the average optimal, achieving

signi�cantly better performance than the baseline. Moreover, XGB-3 seems to excel

over the other models in MOL, as seen in the �nal progression of weeks. Interestingly,

when looking at the max still in Figure 3.6, it is also the only model to always be

behind or equal to the baseline approach, even at 0 weeks, where most models seem

to struggle at. In the max case, DNN-3 is the one that struggles the most, achieving

worst cases worse than the baseline for the initial weeks and the �nal four weeks

as well. On the other hand, REW-1 and LINEAR-1 achieve a more predictable

prediction pattern, which goes in line with the previous visualized plots. REW-1

seems to have a slighter edge as it performs better in the initial weeks.

In the average case for BOL in Figure 3.7, both DNN-3 and XGB-9 achieved

better RBER with their predictions. Even though the average baseline case is per-

forming better than a few model models, the Max plot shows that the worst pre-

dictions made by the baseline are achieving way higher RBER than the worst cases

for every model throughout all available DR weeks.

Even though XGBoost seems to be the primary option, di�erent time series sizes

were required. Therefore a model for each �ash life stage is ideal. Moreover, for more

stability and faster training, both REW and LINEAR models showed promising

results. Since �ash media's life stage is usually indicated by P/E, which is actively

tracked by the �rmware, it should be feasible and straightforward to use di�erent

models at di�erent stages.

3.4.5 Execution Time & Memory Footprint

Table 3.1 shows the inference execution time per sample in milliseconds (ms) and

the approximate memory consumption for performing inference in megabytes (MB).

All measurements were performed in the Newport CSD (Section 2.1.3) and are an

average of 10 executions. Even though we are using the information from our dataset

�les, getting a grasp of memory consumption and execution time is important to

learn more about environment required to perform dynamic threshold adjustment

using the proposed models.
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To correctly measure memory, we used a pythonmemory pro�ler library 2 which

measures memory throughout the execution of the program. To avoid interference,

we had a pre-trained model that was then loaded into the main memory while

deleting and forcing python's garbage collection to clean up unnecessary lingering

objects. When we stop to evaluate each measurement, we notice the DNN-3 using

LSTM layers is consuming more memory than the others. When we stop evaluating

the architecture, we can see that the amount of parameters on the structure is

signi�cantly larger, which justi�es the higher consumption from the model. XGB-1

comes in second place very close as we can limit the maximum amount of trees during

training. REW-9 requires a bit less memory than other approaches because it greatly

improves the WiSARD original architecture by only requiring one discriminator.

It is essential to mention that all these models were optimized for improving

RBER. Therefore other implementations and techniques may provide a better trade-

o� between an acceptable RBER while decreasing memory footprint. For example,

in DNNs, techniques like quantization and pruning can be implemented to decrease

their memory footprint with a low impact on prediction accuracy [72, 73]. Hashing

techniques have been previously applied in WiSARD to decrease memory consump-

tion as well [74].

Still at Table 3.1, we have the prediction time per sample in milliseconds (ms).

The measurement includes the preprocessing time of a sample, following the de-

scribed process in Section 3.3.2.1. It is important to analyze the execution time

by including the preprocessing because as data comes in from the �rmware, all the

procedures to shape the input properly, be it binarization, �attening, or normal-

ization, are obligatory for proper model functionality. Moreover, by evaluating it

on a per-sample basis, we can evaluate the values without worrying about batch

sizes or the number of available inputs the �rmware may provide simultaneously for

the model to predict. XGB-1 has the lowest execution time out of the three pro-

posed models. However, it should be pointed out that most of the execution time

is clouded by their input preprocessing procedures. For example, REW su�ers from

its binarization procedure and DNN from the normalization requirement.

Note that each model may be bene�ted from better parallelization tailored for the

Newport ARM architecture. For example, compiling TensorFlow from source with

support to ARM special instructions or throughARM NN SDK 3 could signi�cantly

boost DNN-3 execution speed.

2https://pypi.org/project/memory-pro�ler/
3https://www.arm.com/products/silicon-ip-cpu/ethos/arm-nn
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3.5 Concluding Remarks

This chapter introduced an ML time-series approach to improving �ash media reli-

ability by dynamically adjusting read-level voltage thresholds. Through �ash char-

acterization collected in SSD-graded �ash media chips, we produced a compatible

dataset with di�erent opportunities and realistic data framing according to �rmware

behavior and data availability.

Our evaluation consisted of choosing di�erent ML models and implementing

them in a time series environment according to how the data could be achieved

in a real SSD. Our �ndings show that using ML to �nd the appropriate Vth can

signi�cantly aid in decreasing RBER in di�erent P/E Cycles and DR scenarios

over the standard baseline approach. Speci�cally, XGBoost achieved the lowest

average RBER values. At the same time, faster approaches such as REW showed

good resiliency to outliers, achieving better stability when looking into the worst

predictions made by the models.
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Chapter 4

Object Tracking in Computational

Storage

4.1 Motivation

In recent times, the amount of data being produced has increased dramatically.

Evaluating and processing such data e�ciently to a meaningful end has become

quite the challenge [75]. There is a critical need to maximize the capabilities of

a system by developing scalable and robust techniques. The problem is especially

prominent in handling visual data as companies like Google and Meta have been

experiencing unprecedented growth in the production of photos and videos for years

[76, 77] which is expected to increase with the introduction of the Metaverse.

Due to their recent success in learning about visual data, ML has signi�cantly

advanced a way of interpreting the visual data by understanding its context with

high accuracy. Therefore, the area of Computer Vision involves processing large

volumes of data in the form of videos and images. These applications are well

known for having outstanding performance in many areas, such as security, health,

and entertainment [78�81].

Object Tracking is a process of tracking one or moreregions of interest (ROIs)

through a video stream. Regions are typically selected a priori and are then fol-

lowed throughout a set number of frames. This requirement makes object tracking

less computationally intensive than object detection, which needs to detect one or

more objects every frame without using positional knowledge from previous frames

[82]. Depending on the purpose of the �nal application leveraging object tracking,

basic requirements can vary. For example, the exact contour and shape of the ob-

ject might need to be tracked (i.e., object segmentation). At the same time, in

other cases, only rectangular bounding boxes containing the ROI are required. The

performance, measured in frames per second (FPS), is a crucial feature that shows
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how fast the algorithm can process a set number of frames in one second. Unfor-

tunately, developing general-purpose tracking systems could be complicated due to

noisy frames, object obstruction, and other errors. These factors, coupled with noisy

frames, partial or complete object obstruction, and other errors, can complicate the

development of general-purpose tracking algorithms.

According to the IDC [83], the sum of the world's data will exceed 175 zettabytes

by 2025. Therefore, storage I/O bandwidth limitation could create a big problem

for the AI applications that must interact continuously with storage systems. Fur-

thermore, this problem gets accentuated with Next-Generation Networks (NextG),

which are rumored to rely heavily on IA as well as IoT and Edge deployments

[84, 85]. Computational Storage [86, 87] comes in as an important player to allow

�exible deployment of extra computational power for both data center and edge de-

vices. By providing in-storage computational power, preprocessing steps and entire

applications could be digested before being fed to the main CPU. This computation

enables the host resources to be better utilized and scale across a larger number

of workloads. In fact, taking advantage of CSD capabilities has been studied in

di�erent applications before [11�15, 88�93]. Considering the trend toward larger

video frames with 4K or 8K resolutions, we may not be able to fully store a set of

frames into host memory, making in-storage processing an attractive alternative for

computer vision problems.

In the work presented in this chapter, we provide a general study of di�erent

performance metrics for several object-tracking ML applications. We carefully se-

lected three distinct classes of algorithms to evaluate how they would perform in an

in-storage-prone scenario and what are the trade-o�s at play. The algorithm classes

are as follows: Correlation Filters (CFs) [80, 94], DNNs [79, 95] or WNNs [81, 96, 97].

Many of which have already been deployed successfully in an object tracking envi-

ronment. We aim to explore how computational storage can be e�ectively integrated

with conventional setups to improve the overall system gains.

The reader can �nd our contributions highlighted below:

ˆ Algorithm modi�cations for processing datasets in-storage;

ˆ Evaluation of throughput for several object tracking algorithms in a CSD;

ˆ Study and Discussion on Energy-Consumption for di�erent devices executing

object tracking.

The rest of this chapter is organized as follows: Section 4.2 will brie�y discuss

some prior work conducted with CSD. Section 4.3 discusses the implemented algo-

rithms and our choices behind their deployment. Section 4.4 provides experimental
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results for FPS, object tracking equivalent metric for accuracy and power consump-

tion. Section 4.5 concludes the chapter. Some of the results of this chapter were

published in Doet al. [1].

4.2 Related Work

In this section, we will gloss over some prior work that used the processing capabil-

ities of computational storage to improve parallelism and lessen data movement.

Mahdi et al. [92] work introduces Newport's predecessor, Catalina, which was

the base for the current Newport architecture. It evaluates 1D, 2D, and 3D FFT

operations on several drives by looking at their power measurements through Joules

and execution time in seconds. Our work performs similar performance measure-

ments but focuses on a more intensive application while taking into account accuracy

metrics.

It has been shown that deploying hardware accelerators, like FPGAs, is an up-

and-coming solution to gain both performance and energy e�ciency [98, 99]. Some

CSDs have enabled their computational capabilities through FPGA devices [100].

The downside of FPGA-based CSDs is the deep knowledge required for develop-

ing applications for such devices, usually requiring a di�erent set of skills related

to hardware. Moreover, there are instances where general-purpose CPUs perform

better due to their higher frequency (GHz) when compared to FPGA devices (Mhz)

[101].

Caoet al. [102] deploys CSDs into Alibaba Cloud to o�oad computation from the

host CPU. The cloud has its relational database system called POLARDB, which

is modi�ed to perform table scan tasks inside the CSD. The developed support

inside POLARDB's entire software stack enables an e�cient distributed table scan

pushdown. Their approach included optimizing their storage engine, the distributed

�le system, and the CSDs as the host-side manages them. Since their CSD supports

computation via FPGA, they also provided a hardware implementation of their task

that utilizes pipelining, ECC, and a memcopy module.

Kwon et al. [103] proposed a virtualization mechanism called FlexCSV. The

mechanism aims to improve the performance and cost-e�ectiveness of CSD virtual-

ization. FlexCSV engine is an FPGA card tailored made to achieve the desired goal.

Moreover, it supports hardware-assisted virtualization and resource orchestration,

later supported by an extended NVME protocol for in-storage processing. Their

experiments show that the hardware virtualization approach achieves a speed-up at

some points 3 times higher than full software virtualization. They also provide a

few other experiments studying multiple CSDs and Virtual Machines and how that

correlates to higher aggregated bandwidth.
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Other works have gone a di�erent route and focus on proposing better program-

ming models for computational storage. Seshadriet al. [14] presents a PCIe-based

generic RPC mechanism allowing developers to augment and extend the SSD se-

mantics with application-speci�c functions easily. On the other hand, Guet al. [89]

proposed a data�ow-based programming model where tasks and data pipes can be

used to construct an application to be executed in storage dynamically. Although

these programming models o�er great �exibility of programmability, they are still

far from being genuinely general-purpose.

We also refer the readers to Barbalaceet al. [104] work, which gives an overview

of the current state of CSD at the time it was conceived (2021) as well as future

questions and challenges in the road ahead.

4.3 Object Tracking for CSD

Figure 4.1: Object tracking general �ow: (a) Generic view of how object tracking is
performed via a black-box algorithm. Its result can be see by the yellow bounding
boxes. (b) Usual �ow of the object tracking algorithm in conventional storage media.
Data is loaded from said media and the host executes the algorithm. (c) An example
of a Flow for a CSD device. Data is loaded and processed in-storage, the host only
merges the result and results data preprocessed. (Image from [1])
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This section will discuss all implemented object tracking algorithms divided by

their correspondent algorithm approaches in CFs, DNNs, and WNNs. In Figure

4.3.a there is an exempli�cation of how most tracking algorithms go about during

execution. One or more frames are fed into a model which provides the coordinates

indicating the position of the chosen object, known as a bounding-box.

Figure 4.3.b and 4.3.c shows the two di�erent �ows when using conventional

storage means versus CSDs. Conventional Storage, in this case, pictures as a �ash

SSD, lacks any computation regarding the object tracking application. Therefore,

they will only load and save frames while the host uses its devices to execute the

model. CSDs are the opposite, where the algorithm runs inside the drives, processing

di�erent �les or frames, and the host is responsible for merging their results. All

algorithms were implemented and executed on di�erent devices according to their

characteristics to provide a better evaluation later (Section 4.4).

Before moving into the details and algorithms, we must brie�y discuss our rea-

soning for choosing the di�erent ML approaches. DNNs are a natural candidate

due to their recent success in several computer vision applications. Unfortunately,

object tracking speci�c datasets with the required data for training these networks

is scarce. A common practice is to rely on pre-trained CNNs that learned from big

classi�cation datasets such as Imagenet. However, we must consider that to pro-

vide such high accuracy and robustness, the network must endure computationally

expensive operations, which require potent devices, usually GPUs, to provide any

online experience.

Other techniques, such as CFs and WNNs, follow di�erent approaches requiring

smaller datasets and allow for a higher frame per second (FPS) rate due to simplistic

operations and structure. WNN provides online training by using previous frames

to infer positions on the current frame. The network decides whether a frame should

be trained if it realizes the object properties are changing. For example, a frontal

view of an object may be highly di�erent from a side view. CFs use pre-trained

�lters combined with a correlation operation on the Fourier domain instead of the

spatial one to increase overall performance. The CFs and the WNNs perform a

window search algorithm to look over the frame and �nd the object.

4.3.1 DNN Trackers

Both DNNs used in this work take advantage of CNN layers and the usual DNN

architecture discussed in the Background Section 2.2.1. We chose three di�erent

networks with di�erent attributes to properly evaluate their performance in a CSD

environment.

When installing and deploying DNNs speci�cally, we encountered a few chal-
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lenges due to a bug regarding Newport's Tunneling algorithm. The bug would not

allow a large amount of data to be installed or transferred over from the host to

CSD via tunnel. Therefore we had to develop ways of circumventing it by installing

libraries required for DNN executions via other means, such as customized python

wheels and source builds with special �ags that were supported by the ARM archi-

tecture and did not trigger the problem. Besides these mishaps, we also had to adapt

the network code �ow to support our dataset, which holds for all other approaches

as well.

GOTURN [79] is an object-tracking DNN with a CNN architecture followed

by a few hidden FC layers totaling eight total layers. The network can only track

one object at a time and rely on an o�ine training scheme with a subset of labeled

videos. Besides videos, it also uses still images during training to learn a more

extensive range of objects.

It will use previous knowledge from the last frame to track the object by cropping

the past frame around the object's position. This position is widened by two times

its size to allow for possible object movement in the current frame. This value can

be optimized for faster moving objects as it might go over that region. The network

is biased over a small motion of objects to provide a more smooth bounding box

transition. It uses Laplace Distribution to randomly select cropped object samples

with minor movement between frames as input during training.

As we previously mentioned, it is a common practice to use layers trained in

Imagenet due to the small dataset site. GOTURN utilizes the same strategy for its

CNN layers, based on Ca�eNet [105] Architecture. Note that training only proceeds

for the FC layers.

We �rst expected to have GOTURN using multi-cores since it is compiled with

the Ca�eNet framework where the multi-thread execution is enabled. However, that

was not the case due to incompatibility issues. Therefore we implemented a multi-

process execution. This strategy deploys several trackers in parallel as processes.

Each is assigned a core to perform the tracking on a di�erent video stream. Therefore

fully utilizing CPU resources. For GPU, GOTURN's implementation executes as

expected using GPU cores.

YOLO: To study the behavior of a di�erent algorithm that could also be used for

tracking, we decided to deploy a DNN of object detection. As we hinted earlier, the

critical di�erence between detection and tracking is that tracking uses the object's

previous location from past frames to infer its current location. In object detection,

every frame is a new image that is swept through to �nd one or more objects while

classifying them for some algorithms.

YOLO [95] is a DNN used for multi-object detection in real-time systems that

can detect up to 9000 objects in a single frame. One of its key features is passing
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over a frame a single time to detect captured objects. We deployed YOLOv3, the

most recent version of YOLO, at the time of the experiments. The network consists

of a 53-layer deep CNN called Darknet responsible for predicting the bounding box

of the objects. The input is split into grid cells before feeding it into the network to

help with multi-object detection. The network may use the ground truth bounding

boxes to give a con�dence score related to its prediction location. The network also

supports object classi�cation by using a set of pre-trained layers. At the time of

the experiments, YOLO was considered state-of-the-art and outperformed a set of

other techniques regarding inference time.

As expected from its architecture, YOLOv3 is quite heavy computationally.

Moreover, since it deals with a more intensive task in object detection, it was built

and optimized for execution in GPU systems. With that in mind, we deployed a

separate lightweight version of YOLO, called YOLO-Lite [95]. The network targets

real-time systems with limited computational resources, like autonomous vehicles

and edge devices, which is more characteristic of the CSD environment we portray.

YOLO-Lite decreases the number of layers of the original network from 53 to 8,

which sacri�ces some of its accuracies, but allows for higher FPS and compatibili-

ties with other systems.

Both YOLO implementations provide native support for multi-thread execu-

tion. Instead of disabling it to do similar multi-process execution as we did with

GOTURN, we opted for keeping the native support as it is optimized internally and

should provide better performance for the algorithm.

4.3.2 Correlation Filters

Correlation Filters are an online training algorithm that uses image templates as

�lters to discriminate through images [106]. Even though it might not produce the

most accurate results, they provide high FPS. They perform correlation operations

in the Fourier domain using a �lter. It generally provides online functionalities and

some online learning by updating said �lter as the frames are processed.

Both CFs used the same multi-process approach as GOTURN to better utilize

CPU resources through parallelism.

The Minimum Output Sum of Squared Error (MOSSE) Filter [80] is

an object tracker based on adaptive correlation �lters. As is usual for many online

learning algorithms, it uses the �rst frame ground-truth bounding box as the label to

initialize training. It applies random a�ne transformations that generate eight small

perturbations inside the tracking window to generate our training set for that frame.

Tracking is executed by correlating the �lter with a search window on the subsequent

frames. It minimizes the squared error sum between the algorithm output and the
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ground truth to �nd the best �lter to apply. To speed up training, data is converted

into the Fourier domain via Fast Fourier Transform to decrease the complexity of

convolution operations as they become an element-wise multiplication. Another

interesting feature of MOSSE is that it automatically detects if an object has left

the frame and picks it back on in case it returns.

Kernelized Correlation Filters (KCF) [94] expands on the original KCF by

allowing the algorithm to process multiple image channels. It applies a Gaussian

Kernel on Histogram of Oriented Gradients features instead of raw pixels values

to perform object tracking. Like MOSSE, it will take advantage of the Fourier

Transform to reduce computation complexity signi�cantly. Moreover, it also deploys

a 'kernel trick' by representing inputs of a linear problem into a non-linear space

via dot-products. Di�erent from MOSSE, KCF does not provide any support for

out-of-frame object detection.

4.3.3 Weightless Neural Network Tracker

WNNs [107] have been explored on object tracking tasks in several previous works

[81, 96, 97]. We have introduced the WiSARD architecture and concept in the Back-

ground Section 2.2.2. Here we found similar complications regarding the OpenCV,

which required a speci�c version and building from source to enable the WNN

tracker. We also implemented WiSARD with a multi-process similar to the other

trackers.

Unlike other trackers explored in this work, the WNN object tracker was built

from the ground up. The implementation was inspired and based on Nascimentoet

al. [97], which proposes a tracker based on short and medium-term memories to store

the WiSARD Discriminators. Such implementation does not require any previous

training and supports online training updates. In the �rst stage of the algorithm,

the �rst frame's ground truth regions of interest (ROI) are used as the training base

for the �rst discriminator. A user can select these regions or be considered the label

provided together with the dataset. For each subsequent frame, a search is performed

around the last object position by using a slide window technique. All windows are

sent to all Discriminators stored in a queue to classify the corresponding object. The

position with the highest response is presumed to be the current object location.

If the highest response is equal to or greater than a threshold, it is assumed that

the object features changed, and a new discriminator is trained and sorted into the

queue. The queue is constantly re-ordered, with the last discriminator that gave the

highest response being the �rst. If a new discriminator was created for that frame,

it is the one on top of the queue. When the queue is full, the last discriminator is

discarded.
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YOLOv3 YOLO-Lite GOTURN KCF MOSSE WiSARD
GPU X - X - - -
CPU - X X X X X
CSD - X X X X X

Table 4.1: Object Tracker implementation availability per device tested.

4.4 Experiments & Results

This section presents experimental results to describe the potential bene�ts of using

computational storage devices for object tracking applications. The following sub-

sections carry out a thorough analysis of the models and their power performance.

The six object trackers presented in Section 4.3 were tested on the available

devices. Figure 4.4 shows in which device each tracker was tested on. To recap,

YOLOv3 is the heavy/high accuracy object-detection algorithm that works well for

GPUs. Therefore we will only use it on the correspondent device. YOLO-Lite will

be the iteration of YOLO to be executed in CPUs and CSDs. We will also study

their accuracies separately in the subsection 4.4.3. GOTURN is fully supported on

all available devices. WNN and CFs are lightweighted algorithms and do not require

powerful GPU devices to provide high FPS. Moreover, their operations are not best

suited for GPU architecture to justify the data transfer. Note that the trackers that

required previous training information and did not support online learning were

deployed with pre-trained models provided by their respective authors.

Regarding the dataset, we select the OTB-100 [78] for all experiments. Previous

work [108�110] have used the same dataset to evaluate their tracking performance.

It is usually not deployed in o�ine training, as these networks usually require much

more data. OTB-100 is made of 100 videos with di�erent resolutions and lengths,

implying a di�erent total number of frames per video. Every frame comes with

coordinates representing the ground-truth bounding box with the corresponding

position of the object. The videos also come with a tagged series of 11 distinct

categories describing relevant characteristics from its content. For example, some

of the tags we can �nd are illumination variation, partial occlusion, and motion

blur. Although it is interesting to have knowledge about such categories to infer

conclusions, they are not used in practice by any models.

We implemented a greedy load balancing algorithm to balance the workload and

execution on multiple CSDs and have them busy together for most of the time. The

balancing algorithm is statically performed before we start the measurements and

rely on the video duration to try and keep CSDs processing the same amount of

minutes. Note that we base our idea on the fact that extensive videos will take

longer to perform object tracking as they contain more frames. However, when
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